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Part 94.  Textiles 
Compared with 

 29 C.F.R. 1910.262 Textiles 
 

Summary:  Part 94.  Textiles is adopted by reference from 29 C.F.R. 1910.262 Textiles.  The standards are identical 
except for the following rule(s) found only in Part 94.  Textiles: 
 
(qq) Personal protective equipment. 
 

(1) Personal protective equipment. Workers engaged in handling acids or caustics in bulk, repairing pipe lines 
containing acids or caustics, etc., shall be provided with protective occupational (safety) equipment to conform to the 
requirements of the general industry standards Part 33, Personal Protective Equipment; and the requirements of the 
department of consumer and industry services for respiratory protection. 

 
(2) Respirators, gas masks, and such appliances, for emergency use only, shall be of a type required by 

1910.134. 
 
(rr) Workroom ventilation. 
 

In all workrooms in which potentially toxic substances are used, the maximum allowable concentrations listed in 
1910.1000 shall be maintained. Open surface tanks shall conform to the requirements of 1910.94(d). 
 

Disclaimer: 
Documents available from this server were prepared as a courtesy for informal guidance and assistance.  This information 

is not intended to replace or supercede the actual MIOSHA standard or rule requirement.  Please reference the specific 
MIOSHA standard or rule for the actual rule requirement language. 

 
All information published online by MIOSHA is subject to change without notice.  Every effort is made to ensure that the 

information provided at this site is accurate and up-to-date, but no legal responsibility is accepted for any errors, 
omissions, or misleading statement. 

 
 


